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Mounting surface

 Rollerball barrel

Suspension Wire 

Suspension Channel

Luminaire 

End Plate (shown without magnetic cover plate)

Beam or Support

Screw/Fixture9

WIRE SUSPENSION  
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magnetic endplate 
cover will need to 
be removed 

insert wire into barrell cap

support
for 1.5 
profile 

Rollerball
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Unscrew to seperate barrel Fit barrel base to support structure 
with appropriate screw

4 

Indentify items in Suspension Kit

Sling
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Allen Key

Suspension 
 Plan

support
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Ceiling BarrelClutch

Grub
screw

Wire

Sling
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Screw

1

Determine
mounting 
location 

   
 

Ceiling Barrel

Screw

Screw Rollerball to
mounting service 

Insert wire 
into barrel 

slide sling into 
slots of profile 

Then slide sling into clutch
& tighten with grub screw

adjust 
height 
with 
clutch

trim off 
excess 
wire
once
level

118” max

Ensure a maximum of 118” 
between wires is maintained

Installer must ensure that the slot orientation in 
ceiling barrel allows suspension wire to remain 
perpendicular at all times in all orientations

If more information is required please contact you local representative by going to xerolightingusa.com/contact or email us at xerolightingusa@xerolighting.com 
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(Not supplied)
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Feed main 
wire 
through 
clutch

Can be mounted on flat
ceiling, raked ceiling & wall

NOTE: Wires should be no 
more than 20” from the 
end ofthe luminaire & no 
more than 20” from a join
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remove outer 
plate




